INCOMING POWER FOR
CONTROL PANEL
90 TO 240 VAC, 47 TO 63 HZ

4-WIRES

DAISY-CHAINED TO
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TRANSMITTERS
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CONTROL PANEL #1

MODEL PDC PROGRAMMABLE
CONTROL PANEL
16-CHANNELS

ENCLOSURE DIMENSIONS:
12" X 12" X 4" DEEP

CONTROL PANEL # 2

MODEL PDC PROGRAMMABLE
CONTROL PANEL
16-CHANNELS

ENCLOSURE DIMENSIONS:
12" X 12" X 4" DEEP

INCOMING POWER FOR
CONTROL PANEL
90 TO 240 VAC, 47 TO 63 HZ
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MODEL RAP-PAC REMOTE
ANNUNCIATOR PANEL

ENCLOSURE DIMENSIONS:
81/2" X 10 1/2" X 6 1/4"
DEEP

NOTE-1: REFER TO DRAWING
# PDC-003 FOR DETAILED
WIRING CONNECTIONS
INSIDE THE PDC CONTROL
PANELS

NOTE-2: REFER TO DRAWING
# RAP-004 FOR DETAILED
WIRING CONNECTIONS
INSIDE THE RAP-PAC PANEL
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REMOTE DIGITAL

TRANSMITTER # 19
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DIGITAL TRANSMITTERS CAN
BE INSTALLED ANYWHERE
ALONG THE DAISY-CHAIN
WIRING RUN

MODEL RPS-24V
REMOTE POWER
SUPPLY 24VDC

ENCLOSURE
DIMENSIONS: 6 1/2" X
8 1/4" X 3 5/16" DEEP
INCOMING POWER FOR

POWER SUPPLY
90 TO 240 VAC, 47 TO 63 HZ

NOTE-3: THIS POWER
SUPPLY IS USED TO BOOST
THE SUPPLY VOLTAGE TO
REMOTE DIGITAL
TRANSMITTERS, BOTH BACK
UP AND DOWN THE DAISY
CHAIN WIRING RUN

NOTE-4: PREFERRED
MOUNTING LOCATION IS

"IMPORTANT" —RPPROXIMATELY 2/3 OF THE

WAY THROUGH THE
DAISY-CHAIN WIRING RUN
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